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SECTION 10 50 00 -- Postal Specialties
Display hidden notes to specifier by using "Tools"/"Options"/"View"/"Hidden Text".

** NOTE TO SPECIFIER ** Florence Manufacturing Company; indoor and outdoor centralized, secure mailboxes and outdoor metal mail shelters.
 
 This section is based on the products of Florence Manufacturing Company, which is located at: 
  5935 Corporate Drive
  Manhattan, KS 66503
  Tel:  (800) 275-1747
  Te1:  (785) 323-4400
  Fax:  (800) 275-5081
  Email:  sales@auth-florence.com
  Web:  http://www.florencemailboxes.com
 
 Florence Manufacturing Company, previously known as Auth-Florence Manufacturing, is the nation's leading manufacturer of superior-quality secure mailboxes, mail shelters and accessories for centralized distribution and collection of mail and packages.  For more than a century, the Florence line of postal specialties has maintained industry leadership by offering consistently superior product quality and rapid, reliable customer service. Florence provides technical support and customer service through both its centralized customer service and sales operations and its national network of authorized dealers.
  
  Florence is a dynamic, growing company. In 2004, the company built a new 192,000 square foot plant in Manhattan, KS. The facility combines ample room for future growth with state-of-the-art equipment to bring improved productivity and enhanced quality to every aspect of the company's fabrication, assembly, warehousing and shipping operations. 
 
 Over the years, Florence has significantly expanded its product offering with the acquisition of the American Device Postal Specialties line and the Cutler Federal Mailbox line. A perfect complement to Florence postal specialties, American Device and Cutler products have been known for their strength, security and long-lasting durability since 1894.  In addition to the multi-tenant mailboxes specified in this section, Florence is the sole contract supplier for the U. S. Postal Service for its outdoor delivery equipment which includes the free-standing cluster box units (CBU) and outdoor parcel lockers (OPL). 


PART  1   GENERAL

1.1  
SECTION INCLUDES

** NOTE TO SPECIFIER **  Delete items below not required for project.

A. 
Prefabricated Aluminum & Steel Shelters.

B. 
Postal Specialties (USPS Approved Wall-Mounted Mailboxes Compliant with USPS STD-4C regulation.)
1.2  
RELATED SECTIONS

** NOTE TO SPECIFIER **  Delete any sections below not relevant to this project; add others as required.

A. 
Section 028750 -  Site and Street Shelters
B.        Section 131290 – Prefabricated Metal Buildings and Shelters.
C. 
Section 055000 - Metal Fabrications.
1.3  
REFERENCES

** NOTE TO SPECIFIER **  Delete references from the list below that are not actually required by the text of the edited section.

A. 
ASTM A 500 - Standard Specification for Grade B/C Steel Tubing.

B. 
ASTM A 36- Standard Specification for Hot Rolled Steel.
C. 
ASTM B 209 - Standard Specification for Aluminum and Aluminum-Alloy Sheet and Plate. 
D. 
ASTM B 221 - Standard Specification for Aluminum and Aluminum-Alloy Extruded Bars, Rods, Wire, Profiles, and Tubes.
E. 
ASCE 7 - Minimum Design Loads for Buildings and Other Structures
F. 
ICC/ANSI A117.1 - Accessible and Usable Buildings and Facilities.
G. 
IBC - International Building Code.
H.       ASTM C579:  Standard Test Methods for Compressive Strength of Chemical-Resistant Mortars, Grouts, Monolithic Surfacings and Polymer Concretes
I.         ASTM C307:  Standard Test Method for Tensile Strength of Chemical-Resistant Mortar, Grouts, and Monolithic Surfacings
J.        ASTM D 570:  Standard Test Method for Water Absorption of Plastics
K.        ANSI/ASME B19.2 1-1996:  Square and Hex Bolts and Screws
L.        AWPA C9 – Plywood / Preservatives Treatment by Pressure Treatment
1.4  
DESIGN REQUIREMENTS

** NOTE TO SPECIFIER **  Edit as required to suit project requirements. Standard loads are specified below, consult with manufacturer for requirements that exceed those specified as follows.

A. 
Provide factory built prefabricated structures and shelters capable of withstanding the effects of gravity loads and the following loads and stresses within limits and under conditions indicated.

B. 
Wind Loads:  Determine loads based on the following minimum design wind pressures:

** NOTE TO SPECIFIER **  Select one of the following two paragraphs and delete the one not required.

a. 
Shelters:  150 mph 
b. 
Shelters:  90 mph
C. 
Snow Loads:  100 lbf/sq ft. (standard).

** NOTE TO SPECIFIER ** Adherence to applicable state and local codes is the responsibility of the Owner. Metal shelters do not generally require design approval and inspection for compliance. Delete the following Performance Requirement paragraph if not required.

1.5  
PERFORMANCE REQUIREMENTS

A. 
Cooperate with regulatory agency or authority and provide data as requested by authority having jurisdiction.

1.6  
SUBMITTALS
A. 
Submit under provisions of Section 013000.

B. 
Product Data:  Manufacturer's data sheets on each product to be used, including:

1. 
Construction details, material descriptions, dimensions and finishes.

2. 
Preparation instructions and recommendations.

3. 
Storage and handling requirements and recommendations.

4. 
Installation methods.

C. 
Shop Drawings: Include plans, elevations, sections, details, and attachments to other work.

D. 
Warranty documents specified herein.

1.7  
REGULATORY COMPLIANCE
A.        Comply with U.S. Postal Service STD-4C for wall-mounted centralized mailboxes.

B. 
Comply with Americans with Disabilities Act Accessibility Guidelines (ADAAG).
1.8  
QUALITY ASSURANCE

A. 
Manufacturer Qualifications:  Manufacturer shall have a Quality System in place to ensure and be able to substantiate that manufactured units conform to requirements and match the approved design and must be ISO 9001:2008 certified.
1.9  
DELIVERY, STORAGE, AND HANDLING

A. 
Store products in manufacturer's unopened packaging until ready for installation.

B. 
Protect all components and accessories from corrosion, deformation, damage and deterioration when stored at job site.  Keep materials free from dirt and foreign matter.

1.10  
PROJECT CONDITIONS

A. 
Inspect the materials upon delivery to assure that specified products have been received.

B. 
Store materials protected from exposure to harmful weather conditions.

C. 
Handle materials to prevent damage or marring of finish.
1.11  
WARRANTY

A. 
Manufacturer's standard limited warranty to repair or replace components that fail in materials or workmanship within five years from date of purchase.
** NOTE TO SPECIFIER ** Delete the following paragraph if the stated accessory items are not required.

B.
Provide manufacturer's warrantees on all accessory items provided such as, but not limited to, solar or A/C compatible lighting systems.
PART  2   PRODUCTS

2.1  
MANUFACTURERS

A. 
Acceptable Manufacturer:  Florence Manufacturing Company, 5935 Corporate Drive, Manhattan, KS 66503; ASD. Tel: (785)323-4400, Tel:  (800)275-1747.   Fax: (800)275-5081.  Email: sales@auth-florence.com.  Web: www.florencemailboxes.com.
** NOTE TO SPECIFIER **  Delete one of the following two paragraphs; coordinate with requirements of Division 1 section on product options and substitutions.

B. 
Substitutions:  Not permitted.

2.2  
MATERIALS

A. 
Aluminum:  Alloy and temper recommended by manufacturer for type of use and finish specified, and as follows:

1. 
Sheet:
ASTM B 209. 5052-H32, 6061-T6
2. 
Extruded Shapes:
ASTM B 221, 6063-T6, 6061-T6, 6061-T5
B. 
Hardware, steel zinc plated:  ASME B18.2.1-1996
C. 
Steel Mechanical Tubing:  ASTM A 500 grade B/C
D. 
Side Panel Material: AWPA C9
E. 
Hot Rolled Steel ASTM A36
F. 
Anchorages:  HILTI Anchor bolt system.   ASTM A193, A510, A563, C580, F436, F844, B633
2.3  
PREFABRICATED ALUMINUM & STEEL SHELTERS

A. 
Size / Model: - vario™ 4C configurable mail shelter
** NOTE TO SPECIFIER **  Select the size required from the following paragraphs and delete those not required. The maximum shipping width for custom sizes is 16 feet.

1. 
Vario I -- Standard
2. 
Vario I – Back-to-Back
3. 
Vario II – Standard 

4. 
Vario II – Back-to-Back
5. 
Vario III -- Standard
6. 
Vario III – Back-to-Back
7. 
Vario III – End-to-End
8. 
Vario III – End-to-End/Back-to-Back
9. 

Vario IV -- Standard

10. 
Vario IV– Back-to-Back

11. 
Vario IV – End-to-End

12. 
Vario IV – End-to-End/Back-to-Back

B. 
Shelter features and options:
1. 
Roof Type:

** NOTE TO SPECIFIER **  Select the roof type desired from the following paragraphs and delete those not required.  Exterior finishing materials supplied by purchaser.  
a. 
Gable Peak
2. 
Side Panel Interior Finish Color
** NOTE TO SPECIFIER **  Select the interior side panel finish color desired from the following paragraphs and delete those not required.

a. 
Tan
b. 
Black
c. 
Grey
3. 
Shelter Powdercoat Finish Color
** NOTE TO SPECIFIER **  Select the shelter finish color desired from the following paragraphs and delete those not required.

a. 
Black
b. 
Dark Bronze
c. 
Forest Green
d. 
Postal Grey
e. 
Sandstone

f. 
White

C. 
Anchoring: See manufacturers’ foundation pad specifications for specific shelter unit and installation manual for recommended anchoring methods.  Anchoring hardware included.  Concrete pad by others.

** NOTE TO SPECIFIER **  Shelter accessories are optional, select the accessories required from the following paragraphs and delete the items not required.

2.4  WALL-MOUNTED CENTRALIZED MAIL RECEPTACLES (MAILBOXES)

A. 
USPS Approved Front-Loading Mail Boxes:  Horizontal style complying with USPS STD-4C regulation and the following:

1. 
Model:  Series versatile™ 4C mailbox suites by Florence Manufacturing.

** NOTE TO SPECIFIER **  Delete one of the following two paragraphs.  If retaining the second paragraph, add module numbers in accordance with Florence numbers.

a) 
Module:  Suite A – refer to double/single column modules

b) 
Module:  Suite C – refer to double/single column modules

c) 
Module:  Suite E – refer to double/single column modules

d) 
Module:  Suite F – refer to double/single column modules

e) 
Module:  Suite G – refer to double/single column modules
f)         No 4C mailboxes specified -- shelter only. 

 ** NOTE TO SPECIFIER **  If this shelter is to be specified alone without 4C mailboxes, delete paragraph 2.4 in its entirety.  

2. 
Locks:  USPS-1172 910A, 3 keys each lock.

3. 
Box Identification:  Top to bottom, left to right.

** NOTE TO SPECIFIER **  Delete two of the three following paragraphs.

a. 
Numerical ID Decals
b. 
Engraved identifier

c. 
Engraved identifier with black fill.

** NOTE TO SPECIFIER **  Delete one of the two following paragraphs.

d. 
Numerical order.

e. 
Alphabetical order.

4. 
Material and Finish:  Aluminum with powder coat finish.
** NOTE TO SPECIFIER **  Delete one of the two following paragraphs.

a. 
Antique Bronze

b. 
Antique Copper

c. 
Black
d. 
Blonde Gold

e. 
Dark Bronze
f. 
Forest Green

g. 
Gold

h. 
Gold Speck

i. 
Postal Grey

j. 
Sandstone

k. 
Silver Speck

l. 
White


2.5  SHELTER ACCESSORIES

A. 
Light Kit - sized to fit specific shelter model.
** NOTE TO SPECIFIER **  Select the light kit(s) required from following paragraphs and delete those not required.

1. 
Solar Light Kit – includes bright white LED light strip(s), extruded impact modified acrylic lens, solar panel, battery pack and motion sensor.
2. 
A/C – includes bright white LED light strip(s), extruded impact modified acrylic lens, and motion sensor.  Wiring provided by others.
2.6  
FABRICATION

A. 
Fabricate factory built, prefabricated structures and shelters completely in factory.

PART  3   EXECUTION

3.1  
EXAMINATION

A. 
Examine supporting foundations for compliance with manufacturer's recommendations, including installation tolerances and other conditions affecting performance of supporting members.

B. 
Verify that load bearing surfaces are ready to receive the work.  Beginning installation indicates acceptance of conditions.  
** NOTE TO SPECIFIER **  Select the following paragraph if required. Delete if not required.

C. 
If preparation is the responsibility of another installer, notify Architect of unsatisfactory preparation before proceeding.
3.2  
PREPARATION

A. 
Clean surfaces thoroughly prior to installation.

B. 
Prepare surfaces using the methods recommended by the manufacturer for achieving the best result for the substrate under the project conditions.

3.3  
INSTALLATION

A. 
Install in accordance with manufacturer's instructions.

B. 
Place on prepared concrete foundations and slabs provided as specified in manufacturer’s foundation specifications.

3.4  
PROTECTION

A. 
Protect installed products until completion of project.
B. 
Take care to protect finishes during installation and construction process.  Touch-up, repair or replace damaged products before Substantial Completion.

END OF SECTION
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